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+—Bearing Assembly
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207 x 2477 x 55" B washer under nut Anchor Bolf

ELEVATION AT ABUT, SECTION A-A

TYPE I ELASTOMERIC EXP. BRG.

3 <t : Cut existing anchor bolis a
a” § Threaded Stud minfmum of 1’ below the top

0 Wil Fidt washer & ! ‘
5 & pu hex nut, (4-Reqd.) of the existing bearing seaf.
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| e \ - Layers of %
Elastomer (55 Durometer) Abutments
i \ ¢ R w91 ANCHOR BOLT REMOVAL DETAIL
Ri (K) 34.9 Typical except as noted.
\. -—6 -%, ~ Steel Plates Imp. ) 7.8 Cost Included with Jacking

/ ‘ . R (Total)  (K)f 948 and Cribbing.
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L e Notes:

‘ D%p?{agm! removal andcre/;mlifalllaéiodn mof{ /[;{e r?%ulred f?{
acilitate drifling holes. Cost Included with Furnishing an
BEARING ASSEMBLY Erecting Structural Steel,

New side refoiners, shim plafes. connection bolts, and
anchor bolts are Included with Furnisting and Erecting
Structural Steel.

See Sheet 3 of 4 for Anchor Boit instaliation.

Note:

Shim plates shall nof be placed Prior to ordering any material, the Contractor shall verify in
; ’ e, A
under Bearing Assemby. the field alif bearing helght and shim thickness dimensions.
Min. jock capacity = 55 Tons.
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L4” a 47 Ry Slx / 4 using the air-arc mefhod : i’;’;e’,‘;,’gfv”?yfg"f’”g Each 8
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e / H material remaining on the novina and Lribbina

SIDE RETAINER § < 4% bottom flange. (Typ.)
> Mo SIS S
Equivalent rolled engle with stiffeners b . ¥ : BRIDGE NO 4
will be allowed in lieu of welded plafes. Burn existing anchor bolts flush with .
b existing concrete surface. Grind existing O41~0080
anchor bolf smoofh and seal with spoxy.
(Beam 2 S. Abut. & Beam 3, K. Abut. onk.) FOR INFORMATION ONLY
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o ) R lided it REPAIR DETAILS
TR 206 QVER FAI 64

b s | =0 Gl & Dolb JEFFERSON COUNTY
SN 041-0080

CHECKED ATH YHV




